TP-Link WAB01ND - Universal Repeater Mode
Connection Method: Router --- Cable --- AP 1 --1¥l&ss --- AP 2

IP Address: Router - 2.2.2.2 | AP1 - 2.2.2.1002AR.2.2.101
Wireless Security: WPA-PSK a12345678

1. AP1 Setting

a. Status
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Firmware Version: 3.10 6 Build 100408 Rel 37896n The Status page displays the system's current status and
Wireless Hartware Varesn WASGIN v1 00000000 configuratien. All infermation is read-only.
DHCP

Wired - The following is the information of Wired LAN. You can
System Tools configure them in the Network page
Wired

+ MAC Address - The physical address of the system, as
MAC Address: 54-E6-F C-AA-AB-AD seen from the LAN.

IP Address - The IP address of the wired LAN

IP Address: 2.2.2100
+ Subnet Mask - The subnet mask associated with IP
Subnet Mask: 2552552550 address.
Wireless - These are the current sefings or information for
= Wireless.¥ou can configure them in the Wireless > Wireless
Wireless Settings page.
Operation Mode: Access Point 3

= Operation Mode - Indicates the mode which the AP is
Hame (SSID): 801MD working on. “Disable” means the wireless radio has
been tuned off.

hannet S 4 o Hame(SSID) - The SSID of the AP
Mode: 11ban mixed + Channel - The current wirsless channel in use.
Channel Width: Q0/0MHzZ . zl!r:).de— The current wireless mode which the AP works
Max Tx Rate: 300Mbps « Channel Width - The handwidth of the wireless
MAC Address: 54-E6-FC-AA-AS-AD channet

» Max Tx Rate - The maximum tx rate

+ MAC Address - The physical address of the AP, as
seen from the WLAN

Traffic Statistics

Traffic Statistics - The system traffic statistics

Received Sent
. + Sent (Bytes) - Traffic that counted in bytes has been
Bytes: 9333335 3056372 sent out from WLAN
Packets: 557284 24136 = Sent (Packets) - Traffic that counted in packets has

been sent outfrom YWLAN.
= Received (Bytes) - Traffic that counted in bytes has
been received fram WLAN
System Up Time: O days 20:52:35 o Received (Packets) - Traffic that counted in packets
has been received from WLAN.

b. LAN IP
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You can configure the IP parameters of LAN on this page

Wireless

192.168.1.254).

Subnet Mask - 4n address code that determines the
size of the network. Mormally 255.255.255.0 is used as
the subnet mask

Save

MAC Address: 54-E6-FC-AA-A-AD X
DHCP # MAC Address - The physical address ofthe LAN ports,
T Type: Static IP v as seen from the LAN. The value can not be changed.
EE + Type - Choosing dynamic IP to get IP address from
IP Address: 2.2.2.100 DHCP server, or choosing static IP to config IP address
subnet Mask: 255.266.265.0 v e
« IP Address - Enter the IP address of your system in
Gateway: 2222 dotted-decimal notation (factory default:




c. Wireless Setting

d. Wireless Security

DHCP

System Tools

TP-Link WAB01ND - Universal Repeater Mode

O WPAMPA2

Version:
Encryption:
Radius Server IP:
Radius Port:
Radius Password:

Group Key Update Period:

& WPA-PSKNWPA2-PSK

Version:
Encryption:
PSK Password:

Group Key Update Period:

(1-85835, 0 stands for default port 1812)
D (in second, minimum is 30, 0 means no upda

WPA-PSK b

AES v
(212345678

ou can enter ASCIl characters between 8 and 63 or Hexadeci

l:l (in second, minimum is 30, 0 means ne upda

Save

U N ST G S sy
WEP - Select 802.11 WEF security.
WPA-PSK - Select WPA based
passphrase.

WPA - Select WPA based on Radius Server.

on pre-shared

Each security option has its own settings as described
follows,

WEP

Type - You can select one of following types

= Automatic - Select Shared Key or Open System
authentication type automatically based on the
wireless station's capahility and request.

+ Shared Key - Select 802,11 Shared Key authentication

# Open System - Select B02.11 Open System
authentication.

WEP Key Format - You can select ASCI or Hexadecimal
format. ASCIl Format stands for any combination of keyboard
characters in the specified length. Hexadecimal format stands
for any combination of hexadecimal digits (0-9, af, A-F) in the
specified lenath.

WEP Key settings - Select which of the four keys will be used
and enter the matching WEP key information for your network
in the selected key radio button. These wvalues must he



TP-Link WAB01ND - Universal Repeater Mode

e. Wireless Statistics

2. AP2

a. Status



TP-Link WAB01ND - Universal Repeater Mode
b. LAN IP

c. Wireless Settings
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d. Wireless Security

e. Wireless Statistics



